SUMPS AND SPLASH APRONS
SCOPE
This item shall consist of all work required to install and construct sumps, and prepare splash guard foundations as shown on the Drawings.

MATERIAL
Stone to be used shall be VDOT Class I or Class II riprap as specified in Section 414 of the VDOT Road and Bridge Specifications and as indicated on the Drawings.

PROCEDURE
Sumps and splash apron foundations shall be excavated to the design dimensions shown on the Drawings.  Sumps shall be free of loose and/or objectionable material as determined by the Inspector.  Excavated material shall be disposed of in the fill areas or in locations approved by the Inspector.  Excavated material shall be graded to conform with the surrounding area.  Sumps shall be cleaned during the span of the project when the sediment elevation is within .5’ of the sump outlet.

The locations and dimensions of all sumps and splash aprons are shown on the Drawings.

MEASUREMENT AND PAYMENT


Measurement:  Measurement for SUMPS shall be incidental to culvert installation and ditch excavation.  Measurement for SPLASH APRONS shall be per unit for each splash apron installed and accepted by the Agency.


Payment:  There shall be no separate payment for SUMPS, this work being incidental to culvert installation or ditch excavation.  Payment for SPLASH APRONS shall be Unit Price, based upon the actual number of splash aprons installed and the unit price contained in the Bid Schedule.  Payment shall be full compensation for all materials, labor, equipment and incidentals required to perform the work.

